
For Technical Assistance Call

1800 653 207

© COPYRIGHT ANEETA WINDOW SYSTEMS (VIC) PTY LTD

PATENTS GRANTED

drawing:

revision:

date:

HS300 2P10 SS T v

2

minimum sill rebate > 60mm

a
n
e
e
t
a
 
o
p
e
n
i
n
g
 
s
i
z
e

vertical section A-A

2 pane 10mm horizontal slider  300 series

in timber frames

outside inside

A

A

300-10 sill base

300-10 sill insert

300-10 bottom rail

(+300 wheel assembly)

300 head cover

300 centre head

300-10 outside head

head (by others)

sill (by others)

glass height = opening - 50mm

(or - 55mm if flat sills, and no

requirement to snap off leg)

10mm toughened

or laminated glass

lock

46,4

flyscreen (by others)

SS

(inside view)

58,9

Note: heads must be flat

(no rebates)

Jun 2013



For Technical Assistance Call

1800 653 207

© COPYRIGHT ANEETA WINDOW SYSTEMS (VIC) PTY LTD

PATENTS GRANTED

drawing:

revision:

date:

HS300 2P10 SS T h

2

h
o
r
i
z
o
n
t
a
l
 
s
e
c
t
i
o
n
 
B
-
B

2
 
p
a
n
e
 
1
0
m

m
 
h
o
r
i
z
o
n
t
a
l
 
s
l
i
d
e
r
 
 
3
0
0
 
s
e
r
i
e
s

i
n
 
t
i
m

b
e
r
 
f
r
a
m

e
s

B
B

o
u

t
s
i
d

e

i
n

s
i
d

e

3
0
0
-
1
0
 
j
a
m

b

j
a
m

b

(
b
y
 
o
t
h
e
r
s
)

3
0
0
-
1
0
 
j
a
m

b

j
a
m

b

(
b
y
 
o
t
h
e
r
s
)

f
l
y
s
c
r
e
e
n
 
(
b
y
 
o
t
h
e
r
s
)

l
o
c
k

42,2

a
n
e
e
t
a
 
o
p
e
n
i
n
g
 
s
i
z
e

1
0
m

m
 
t
o
u
g
h
e
n
e
d
 
o
r
 
l
a
m

i
n
a
t
e
d
 
g
l
a
s
s

g
l
a
s
s
 
w

i
d
t
h
 
=

 
(
o
p
e
n
i
n
g
 
+

 
5
9
m

m
)
 
/
 
2

1
0
m

m
 
l
a
p
s
e
a
l

S
S

(
i
n
s
i
d
e
 
v
i
e
w

)

Jun 2013


