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VSD 2P6 SS T v - hinged door

with aluminium covers

vertical section A-A

2 pane 6mm sashless double hung

in timber doors (hinged)

outside inside

43,5

58,2
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SS

(outside view)

aluminium lift handle (optional)

300pa sill adaptor

head adaptor

pulley and cord arrangement

door bottom rail (by others)

standard handle (clear acrylic)

aneeta inserts suit a variety of

manufacturers door types.  It

is recommended to use at

least a 190mm botom rail and

mortised corner joints.

(to limit door movement)
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flyscreen (by others)

door top rail (by others)
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glass height = (opening + 44mm) / 2

6mm toughened or laminated glass

6mm lapseal

for aluminium handle option

glass height = (opening + 24mm) / 2
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VSD 2P6 SS T h - hinged door

with aluminium covers

horizontal section B-B

2 pane 6mm sashless double hung

in timber doors (hinged)

aneeta inserts suit a variety of

manufacturers door types.  It is

recommended to use at least a

190mm botom rail and mortised

corner joints.

(to limit door movement)

SS

(outside view)

B B

aluminium cover

lock

glass width = opening - 40mm

bottom pane

outside

inside

6mm combination tee

flyscreen (optional by others)

top pane

door stile (by others)

aneeta opening size
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VSD 2P6 SS T v - bifold door

with aluminium covers

vertical section A-A

2 pane 6mm sashless double hung

in timber doors (bifold)

39,4
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aluminium lift handle (optional)

300pa sill adaptor

pulley and cord arrangement

standard handle (clear acrylic)
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flyscreen (by others)

outside inside
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door bottom rail (by others)

aneeta inserts suit a variety of

manufacturers door types.  It

is recommended to use at

least a 190mm botom rail and

mortised corner joints.

(to limit door movement)

door top rail (by others)
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glass height = (opening + 44mm) / 2

6mm toughened or laminated glass

6mm lapseal

for aluminium handle option

glass height = (opening + 24mm) / 2

VS 6mm head without

flyscreen protrusion
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VSD 2P6 SS T h - bifold door

with aluminium covers

horizontal section B-B

2 pane 6mm sashless double hung

in timber doors (bifold)

SS

(outside view)

B B

aluminium cover

bifold lock (optional)

glass width = opening - 40mm

bottom pane

outside

inside

6mm combination tee

flyscreen (optional by others)

top pane

aneeta opening size

aneeta inserts suit a variety of

manufacturers door types.  It is

recommended to use at least a

190mm botom rail and mortised

corner joints.

(to limit door movement)

door stile (by others)
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VSD 2P6 SS T v - sliding door

with aluminium covers

vertical section A-A

2 pane 6mm sashless double hung

in timber doors (sliding)

39,4
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SS

(outside view)

aluminium lift handle (optional)

300pa sill adaptor

Note: trim by 3mm if sliding

doors operate externally to

sashless inserts

pulley and cord arrangement

standard handle (clear acrylic)
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outside inside
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door bottom rail (by others)

aneeta inserts suit a variety of

manufacturers door types.  It

is recommended to use at

least a 190mm botom rail and

mortised corner joints.

(to limit door movement)

door top rail (by others)
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glass height = (opening + 44mm) / 2

6mm toughened or laminated glass

6mm lapseal

for aluminium handle option

glass height = (opening + 24mm) / 2

VS 6mm head without

flyscreen protrusion
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VSD 2P6 SS T h - sliding door

with aluminium covers

horizontal section B-B

2 pane 6mm sashless double hung

in timber doors (sliding)
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(outside view)
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aluminium cover

lock

glass width = opening - 40mm

bottom pane

outside
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6mm combination tee

top pane

aneeta opening size

aneeta inserts suit a variety of

manufacturers door types.  It is

recommended to use at least a

190mm botom rail and mortised

corner joints.

(to limit door movement)

door stile (by others)
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